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Intelligent dispensing solutions with advice you can trust
Taps*Dispenser Pumps*Trigger Sprayers*Drum Fittings*IBC Fittings*Dripline Irrigation Taps*Venting

Testing of Vented Products

Before we supply customers with new vented products they must undertake thorough testing of the 
vents on their product to ensure the closures seal correctly (no leaking) and vent effectively (no dis-
tortion of container during storage and transportation).

Vents MUST be tested under your typical end use conditions, at your discretion & risk. Testing is rec-
ommended, but not limited to: 

a. Ensuring closure does not leak on your container, even when tipped. 

b. Observation of the vents on your containers in your storage & transport situations for a period of 
time that is sufficient to allow gas to build up and vent effectively i.e. without any distortion or unde-
sirable effects.

Please follow these guidelines:

1. We recommend the minimum number of containers tested is 5

2. Fill container with product to the required volume or level, leaving 5-10% headspace

3. Seal the container with the vented closure under normal manufacturing conditions (pressure, tem-
perature etc.

4. Tip the container over to ensure the closure does not leak around the thread i.e. that it seals cor-
rectly on the container. Tip & Test is only practical on containers that are easily manually handled 
e.g. up to 20L, but on larger containers you must do all you can to ensure the container is fully 
sealed.

4a. For WL Gore Press Fit Vents they recommend leaving the container tipped for 15 minutes ensuring 
the vent is fully covered. We do not recommend this for PTFE and liners - only tip them over briefly 
to check the seal on the container.

5. Return container to upright position. Check cap and vent for any leaks.

6. If any issues are identified please contact us to discuss the issues.

7. Expose the container to the expected temperatures during transportation and storage for 2-3 
weeks and observe regularly for any signs of distortion (collapse or bloating)

8. If no issues are identified during this process, you can go ahead with ordering the closures. 

PTFE Vented Liner D15 & D17 Press Fit Vents Microporous Vented 
3/4” Bung


