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Converting IBC Outlet Threads to Spouts

To direct the flow from an IBC you may wish to convert your thread to an outlet nozzle. As there are
different outlets on IBCs, the solution may vary from tank to tank. Here are the most common solu-
tions, working from the tank thread to the outlet spout:

Ivvmow- W@ﬁow

IBC outlet 60mm coarse thread use:

A. 500746 NW50 3 piece cap
B. 800260 outlet nozzle
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IBC outlet 2” BSP (fine) thread use:

NB this may be on an integrated camlock (approx 10mm deep thread) or on an American outlet (approx
20mm deep).

C. 500768 2" BSP 3 piece cap
B. 800260 outlet nozzle
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C. B.

IBC outlet 62mm fine thread use:

NB this will be on an integrated camlock (approx 10mm deep
thread) which is too wide for a 2" BSP cap and must be first adapt-
ed to 2" BSP.

Example of integrated camlock
D. 800561 adaptor 2” camlock female x 2” BSP male

C. 500768 2" BSP 3 piece cap
A 2

B. 800260 outlet nozzle
C. B.
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IBC outlet 100mm coarse thread use:

E. 800556 adaptor 100mm female x NW50 male
A. 500746 NW50 3 piece cap
B. 800260 outlet nozzle
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Intelligent dispensing solutions with advice you can trust
Taps*Dispenser Pumps*Trigger Sprayers*Drum Fittings*IBC Fittings*Dripline Irrigation Taps*Venting



