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Hamilton 3200
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3 Swans Ltd

Whether you need help to get your product out of a container or keep it 
safely in, 3 Swans can help you.

We specialise in plastic dispensing solutions, mainly plastic taps and 
pumps (including trigger sprayers) and ttings for IBCs (1000L tanks). 
However, to complement these products we also have products focussed 
on keeping your liquids safely inside containers, e.g. drum bungs, tamper 
evident seals and vented closures.

http://info@3swans.co.nz
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Jumbo Tap, 3/4" BSP 
thread, outlet 18mm ID, 
22mm OD, HPDE xed 
body, PP spigot, silicone 
gasket. FR 296ml/sec*

Fits reducer nozzle 
204676 

250665

12mm Quick Serve Tap, 
3/4" BSP thread, outlet 
12mm ID, 15mm OD, 
HDPE swivel body, PP 
spigot, EPDM gasket, FR 
155ml/sec*. 

257803 

Basic Tap, 3/4" BSP 
thread, outlet 11mm ID, 
12mmOD, HDPE body 
with nitrile gasket, black.. 

250004

8mm Quick Serve Tap, 
3/4" BSP thread, outlet 
8mm ID, 11mm OD, 
LLDPE swivel body, PP 
spigot, silicone gasket. FR 
72ml/sec*. 

255830

252050

Flo Rite Tap, 3/4: tapered 
thread (NPT, no gasket), 
outlet 15mm ID, 20mm 
OD, HDPE xed body, 
LDPE outlet. 

Can be used with 
solvents in some cases. 
FR 80ml/sec*.  

350100

Solvent Tap, 3/4: tapered 
thread (NPT, no gasket), 
outlet 20mm ID, 24mm 
OD, alloy xed body, nylon 
seal. Spring loaded for 
positive shut-off. Check 
chemical compatibility 
with aluminium. NFG.

All taps are food grade unless marked 
NFG (Not Food Grade).

FR= Flow Rate (approx), based on 
water viscosity at 25cm constant head 
height. 

Solvent Tap

TAPS
3/4" standard/non-breather taps
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3/4" BSP back nuts for 
taps. 

202004 White
202015 Black 

Back Nuts

Flo King, 2" tapered 
thread, outlet 47mm ID, 
54mm OD, HDPE body, 
EPDM gasket (pack of 3 
thicknesses supplied). FR 
70L/min* (drains a 200L 
drum in approx 3 minutes) 

352050 Reducer Nozzle

Clips on to Jumbo and 
Aeroow Taps to reduce 
the 18mm outlet to 12m. 
This is ideal for spray and 
water bottles. 

204676

3/4" standard/non-breather taps

Water Butt Tap with 
Garden Hose Connector 
3/4" BSP thread, outlet 
11mm ID, 14mm 
OD.HDPE xed body, PP 
spigot, EPDM gasket, 
black. 

Suitable for outdoor use. 
FR 105ml/sec* NFG. 

406130

Water Butt Tap with Hose 
Barb 3/4" BSP thread, 
outlet 11mm ID, 14mm 
OD.HDPE xed body, PP 
spigot, EPDM gasket, 
black. 

Suitable for outdoor use. 
FR 155ml/sec*. NFG.

406129

Tap Accessories2" Tap

TAPS

Outdoor Taps
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Snap Taps can be supplied with a range of threads, colours, plungers and levers. Our stock 
items are below but please ask if you require a different variant. Replacement parts are 
available.

The outlets are all 10mm ID, 15mm OD. FR 20ml/sec*.
Materials: PP body, TPE plunger & gasket (or nitrile plunger on request).

Thread Options: 3/4" BSP, (short or long), 3/4" UNF with two washers & back nut, 3/8" thread. 
Levers square or rounded.. 

Code Description

302001 Blue 3/4" UNF long thread, square lever, 2 black 
gaskets, & back nut

302010 White 3/4" UNF long thread, square lever, 2 black 
gaskets, & back nut

302004 Blue 3/4" BSP short thread, square lever, black 
gasket

302005 White 3/4" BSP short thread, rounded lever, black 
gasket

302006 Blue 3/4" BSP short thread, rounded lever, black 
gasket

302033 Green 3/4" BSP long thread, square lever, nitrile 
plunger, black gasket

302110 White 3/4" BSP long thread, ruonded lever, black 
gasket

302040 Chrome plated 3/8" long thread, square black 
lever, 2 gaskets, & back nut

302041 Chrome plated 3/8" female thread, square black 
lever, male nut, 2 black gaskets

302042 Gold 3/8" female thread, square black lever, male 
nut, 2 black gaskets

302043 Gold 3/8" long thread, square black lever, 2 
gaskets, & back nut

TAPS
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Inline Taps for laboratories or irrigation installations

1/2" double barb inline 
tap, HDPE body, PP 
spigot. Used in home 
brewing and laboratories. 

401004

1/4" bulb/taper inline tap, 
HDPE body, PP spigot. 
Used in home brewing and 
laboratories.. 

Tuff Tap Materials:
Acetal body, nylon handle, 
nitrile o-rings, food grade 
petroleum jelly lubrication.

401005

L1/2" barb x 1/4" BSP 
thread inline tap, HDPE 
body, PP spigot. Used in 
home brewing and 
laboratories.

401006 supplied with 
gasket and back nut.  

Tuff Taps
For dripline irrigation

Tuff Tap Flushing Hook Taps

Code Drip Line Size

H001313 13mm ID

H001616N 14.7mm ID

H001515 15mm ID

H001616A 16mm ID

H001919 19mm ID

H002525 25mm ID

Code Drip Line Size

I001313 13mm ID

I001616N 14.7mm ID

I001515 15mm ID

I001616A 16mm ID

I001919 19mm ID

I002525 25mm ID

Tuff Tap Inline Taps

400008

Tuff Tap Carton Quantities
Sizes 13-16A = 250
Sizes 19-25 = 200

TAPS
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38/410 (deep 38mm) cap, 
blue, with Smoothow 
Tap. 

258445

Aeroow Tap (AFT) 3/4" 
BSP thread, swivel body, 
silicone gasket.

258446

38/400 (shallow 38mm) 
cap, white with 
Smoothow Tap.  

Tap-Caps for Jerry Cans & IBCs

Cap Size Code Descrption

45mm, Alto 700293
700294

White AFT, white 45mm Alto cap
Red AFT, white 45mm Alto cap

Steel Caps 44mm & 56mm 700434
700433
700821

SFT, 44mm steel cap
SFT, 56mm steel cap
Red AFT, 56mm steel cap

TAPS
Breather taps & Tap-Caps for Jerry Cans & IBCs

^

3/4" BSP 38mm Tap-Caps

Breather taps have a tube that allows air into the container for a smooth ow. We make Tap-Caps 
using Aeroow or Smoothow Taps and a variety of cap sizes and colours, as below.

Aeroow Tap (AFT): outlet 18mm ID, 22mm OD. FR 70ml/sec*
Smoothow Tap (SFT): outlet 12mm ID, 15mm OD. FR 30ml/sec*

Tap-Cap Materials: 
Taps LDPE body, PP spigot, EPDM food grade gasket. Caps HDPE.

NB When using tap-caps the container must be returned to the upright position when not in use, 
to reduce the risk of leakage and wear on the tap and gasket.

^ Nozzle 204076 restricts Aeroow outlet from 18mm to 12mm which is ideal for spray bottles.

251804
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Cap Size Code Descrption

58mm, Alto & others 700830
700833
700835
700837
700420
700422

White AFT, black 58mm cap
Red AFT, black 58mm cap
White AFT, red 58mm cap
Red AFT, red 58mm cap
SFT, red 58mm cap
SFT, Black 58mm cap

NW50/60x6 European Cap 700541
700543
700430

Red AFT, natural NW50 cap
White AFT, natural NW50 cap
SFT, natural NW50 cap

IBC (NW50) Cap 700747 Black 406130 tap with garden hose connector, 
black IBC cap 500745

Black, for outdoor use (NFG).

63.5mm Cap, Alto 700744
700745
700428

White AFT, white 63.5mm cap
Red AFT, white 63.5mm cap
SFT, natural

70mm Cap, Alto 700380
700389
700435

Red AFT, red 70mm cap
White AFT, red 70mm cap
SFT, red 70mm cap

TAPS
Breather Tap-Caps for Jerry Cans & IBCs

If you can’t see the colour combination 
that you require, please ask.

All taps are food grade unless marked NFG 
(Not Food Grade).

FR= Flow Rate (approx), based on water 
viscosity at 25cm constant head height. 
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• Most of the pumps listed below are available in different doses, and some with different 
heads (MOQs apply to variations).

• In most cases we can cut dip tube to suit the depth of your container
• “Lock down head” means the pump is suitable for shipping on containers
• Ball valves are best for thin viscosity products. Flap valves are better for thick 

products. Either can be used for medium viscosity products.
• Unless otherwise stated, all of our pumps are made by Rieke and are food grade
• We no longer stock  but if you need one, please askdrum pumps

PUMPS
Dispenser Pumps - Small Dose 2ml-5ml

106305 5ml dose, 
38/400 cap, white 
standard head. 

Suitable for a wide range 
or cosmetic, personal 
care & surgical products. 
Available in a range of 
heads. lock-down head, 
PP with SS spring. 

106305

RS-4 4ml dose, 28/410 
cap, black

Suitable for a wide range 
or cosmetic, personal 
care & surgical products. 
Available in a range of 
heads. lock-down head, 
PP with SS spring. 

106350

106450 RS4 - 4ml 
dose, 38/400 cap. For 
delimonene & gritty 
products of light to 
medium viscosity, e.g. 
hand cleaners. Acetal 
head, collar and body, 
hytrel plunger and valve, 
lock-down head, PP cap, 
SS spring. NFG.

106450

2.2ml dose, 28/410 cap. For light to 
medium viscosity products.

No water ingress and no metal contact. 
Suitable in wet areas for soap, shampoo 
etc. Lock-down head. PP with SS spring.

106602
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PUMPS
Dispenser Pumps - 7-10ml

104030 10ml, 38/400 cap, ap valve, white 

104037 10ml with 58mm VIP cap for 20L cube jerry 
cans, ap valve.
(we can t this pump to jerry can caps over 45mm)

RS10 - 10ml

104018 7.7ml, 28/400 cap, ball valve, black.

104019 10ml, 28/400 ball valve, black (MOQ applies)
 

RS10 - 7.7ml

RS10 - 8ml (for glass)

Pump RS10 8ml dose universal adaptor for glass 
bottle, ball valve lock-down head, black.                                                                                                                                       

RS10 pumps are suitable for a range of food, personal care & cleaning 
products. Lock-down head, PP with SS spring. 

Available in a range of doses, please ask for more information.                                                                                                                                                      
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• MS30 30ml dose, or we can reduce the dose.
• Can be tted to any sized cap from 38mm 

upwards. 
• Suitable for light to medium viscosity. PP with SS 

spring and umbrella valve (not made by Rieke).

106800 MS30,38/410 cap

106810 MS30, with 58mm cap

• R30 pumps have a 30ml dose as standard but we can reduce this for your application.

• Can be tted to any sized cap from 38mm upwards. Some versions are shown below.

• Suitable for light to medium viscosity. 

• PP with SS spring and nitrile umbrella valve.

106500
38/400 Cap

106503
38/410 Cap

106513
63.5mm Cap

106510
58mm

 30ml Lockdown Pumps
106810

58mm Cap

106800
38/410 cap 
(shown with head locked down)

30m-250ml Dose Pumps

PUMPS
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 30ml Pumps for Thick Products

Hybrid Pumps
• Hybrid 30ml dose (or reduced) for thick 

products with small or no particulates. 
• PP with SS spring, LDPE ap valve, glass 

ball. Wider body and stronger spring than 
R30. 

• Can be tted to caps 38mm and larger

Maxi Pumps
• Maxi 30ml dose (or reduced) for thick, 

chunky products. 
• PP with SS spring, LDPE ap valves. Non-

drip inserts and outlet restrictors available.
• Can be tted to caps 38mm and larger 

Fixed Nozzle Dispensers (FND) - 30-250ml Dose

106000
FND30 30ml Fixed Nozzle Dispenser 
for light to medium viscosities with no 
particulates. PP with nitrile o-ring, 
LDPE valve, SS spring. For caps over 
38mm

107500 100ml Dose - 107600 250ml 
Dose
Fixed Nozzle Dispenser for light to medium 
viscosities with no particulates. 
PP with nitrile o-ring, glass ball,  SS spring.
For caps over 38mm

FND means the head 
moves but the outlet stays 
in place, making dispensing 
easier and more accurate

PUMPS
30ml-250ml Specialty Pumps
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TRIGGER SPRAYERS
Industrial Trigger Sprayers, 28/400 closures, dip-tubes 280mm

900100 900104 900102 900103

900101 - Blue indent only, MOQ 10,000

900105

HOSE END SPRAYERS
For Jerry Cans

28/410 thread, pp. Dip-tube for 
container 250mm deep.

Levers to control water and product. 
Stock is red and black but other 
colours are available (MOQs apply).

900310

38/410 thread, PP. Dip-tube for 
container 250mm deep.
Available with 4mm or 8mm uptake 
tube. 
Green is our stock colour but other 
colours are available, MOQs apply.

900300
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POURERS
For Jerry Cans

Pourer spouts are a simple, clean and efcient way to decant high volumes from jerry cans.

Yellow, for plastic jerry 
cans with 58mm cap. 

500920

Green, for steel cans 
with 56mm steel cap.

500921

3/4" BSP thread, black 
HDPE with LLDPE cover 
cap and PE foam (alveocel) 
gasket.
This can be tted to most 
caps using a 3/4" back nut 
(202015)

500922

Spout, reducer, cap & blanker disc 
made from HDPE, with sanoprene 
gasket.
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For Jerry Cans & Drums

ADAPTORS

NW50, 60mm ID 
buttress thread female x 
2" BSP/57mm female. 
Food grade black PP with 
PE foam gaskets.

For jerry cans with 58mm 
thread e.g. VIP, EPI, ES 
Plastics, and some 
European jerry cans.

800532F

56 x 4 56mm buttress 
thread male x 2" 
BSP/57mm female. Black 
PP with santoprene 
gasket.

This is the same thread 
as bungs 800727 & 
800608.

800570 800571

56 x 4 Orange PP with no 
gasket (we can supply if 
required). Better suited 
for pumps rather than 
taps.

This is the same thread 
as bungs 800727 & 
800608.

800515

64 x5, AM464, 64mm 
buttress thread male x 2" 
NPS/57mm female. Green 
PP with EPDM gasket.

US drum thread, this is 
the same thread as bung 
800605.

Female x Female adaptors convert male threads e.g. jerry cans to 2"BSP to allow pumps to be tted.
Male x Female adaptors convert female thread e.g. drum threds, to take a 2" BSP pump or tap

DIN63, 62mm ID 
buttress thread female x 
2" BSP/57mm female. 
White PP, no gasket.

Fits Alto 63.5mm jerry 
can thread 

800509

70 x 6 70mm buttress 
thread male x 2" 
BSP/57mm female. Black 
PP with santoprene o-ring 
at base of thread. 

European thread, this is 
the same as bung 
800612.

800530BK
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3/4" & 2" For Plastic & Steel Drums

DRUM BUNGS

We stock original replacement drum bungs made by Rieke and Tri-Sure which are suitable for plastic 
drums manufactured in NZ, Australia, USA and Europe, and steel drums made anywhere. We also 
have some bungs that are for plastic drums made in China that are similar to the Rieke thread. 

There are many drum thread types, and we are unable to get adaptors and replacement bungs for 
any that are copies of the genuine bungs, and they are not interchangeable as they differ in 
diameter and pitch.

How to Identify Your Thread (see image below) 
1. Measure either the male bung thread at the widest point of the thread (not across the top), or 
measure the female drum thread at the narrowest point.
2. Measure the pitch, which is the distance between the ridges of the thread.
NB a ruler or tape measure will not be as accurate as calipers but should be close enough for us to 
work out your most likely bung.
You are welcome to send photos and measurements to  or send us a sample. info@3swans.co.nz,

2" Fine Thread
Normally referred to as 2" BSP (parallel) or NPS (tapered), the thread is 57mm OD with a close 
pitch. Bungs in this size: 800631, 800723, 800722, 800632, 800633.

Buttress or Coarse Thread
Commonly referred to as 2" buttress, the sizes vary greatly. However, there are 3 most common 
sizes. We also have adaptors in these sizes.
1. 56x4 Tri-Sure buttress, 56mm OD x 4mm pitch. Bungs 800727, 800608.
2. 64x5 Tri-Sure or Rieke US thread, 64mm OD x 5mm pitch. Bungs 800605, 800606.
3. 70x6 Mauser thread, 70xx OD x 6mm pitch, which o-ring at the base. Bung 800612.

Most of our bungs are Push Lock Cap Seal compatible, which is a tamper evident cap seal that clips 
into the bung instead of around the drum moulding. See Cap Seal section for more information.

The Four Most Common Threads

6 mm
70 mm

How To Measure a Thread

Measure outer diameter Measure pitch 
(distance between threads)

http://info@3swans.co.nz,
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3/4" and 2" BSP and NPS

23x5mm buttress thread 
(DC216), PP with EPDM 
gasket.

800610

3/4" BSP/25mm ne 
thread, white PP with 
nitrile gasket.

800622RE red
800622BK black
600865 vented

800622WH

Drum bungs are usually made from PP but we can source them in other materials, and with 
other gaskets if required.

2" Bungs Top View

3/4" Fine & Coarse Thread Bungs

Plain Top 3/4" Insert Fitted 3/4" threaded insert well 
(centre bung not tted)

DRUM BUNGS
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2" BSP & NPS Bungs

800722

2" BSP with 3/4" BSP 
centre. White PP with 
nitrile gasket. The same 
thread as 800631 and 
800723.

600204 Vented

Made by Tri-Sure

2" BSP, natural PP, plain 
with cream EPDM 
gasket.

600204 Vented

Made by Rieke

800631

PPA-55-19-143 US NPS 
deep thread. Natural PP 
with EPDM gasket.

Vent using 600865

Made by Rieke

800633

PPA-56, US NPS thread 
with 3/4" insert well (not 
drilled, 3/4" bung not 
included). Natural PP with 
EPDM gasket.

Vent using 600865

Made by Rieke

800632

2" BSP, white PP, plain 
with black nitrile gasket.

800721 Nylon with nitrile 
gasket.

600204 Vented

Made by Tri-Sure 

800723

DRUM BUNGS
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2" Coarse/Buttress Thread Bungs

56 x 4 buttress thread, 
plain. White PP with 
nitrile gasket. This is the 
same thread as 800608. 
PLC

Made by Tri-Sure

800727

PLC=Push Lock compatible
(Tamper Evident Cap Seal)

56 x 4 buttress thread 
with 3/4" BSP centre 
insert. White PP with 
nitrile gasket. This is the 
same thread as 800727.

Made by Tri-Sure 

800608

Vented: Fit 600862, or t 800608 with 600865,
Adaptor (to 2" BSP Female): 800570

Rieke Style/copy of 64 x 5, 
measures approx 61-62mm 
OD. Fits some drums made 
in Asia.

Vent using 600865
Adaptor: Not available

800635

64 x 5 PPA-57-B5, buttress 
thread with 3/4" BSP insert 
well (not drilled, 3/4" bung 
not included). Natural PP 
with EPDM gaskets.

Vented: Fit 600865 or 
600864
Adaptor (2 2" BSP Female): 
800515

800605 Made by Rieke
800606 Made by Tri-Sure 
(PLC)

800605 or 800606

70 x 6 Mauser thread with 
3/4" BSP insert. White PP 
with EBA-16 o-ring 
(Ethylene Butyl Acrylate). 
PLC.

Vent using 600865
Adaptor: 800530BK

Made by Tri-Sure

800612

DRUM BUNGS
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3/4" & 2" Steel Bungs

20mm (3/4") BSP steel 
bung with nitrile 
washer.

Made by Tri-Sure

800730 800745

50mm (2") BSP steel 
ange for 2" steel bung

Made by Tri-Sure

50mm (2") BSP steel 
bung, zinc plated with 
nitrile washer

Made by Tri-Sure

800741

Vented: 600900 mushroom vent. Other options are available.

DRUM BUNGS

Ask us about:

• New steel drums

• Tamper evident cap 
seals (p.19)

• ~ For steel drums
• ~ For plastic drums 



19

Tamper Evident Seals for Drums

T.E. CAP-SEALS

Snap Seal TE seals, white, 
all plastic PE, press-on 
(no tool required).

800422 3/4"
800452 2"

Made by Technocraft

800442 & 800452

Safe Seal - TE Seals, 
crimp on, white PE plastic 
& metal. A crimp tool is 
required for each size.

800440 3/4"
800450 2"

Made by Rieke

800440 & 800450

Tab-Seal TE seals, galvanised 
plate metal. A crimp tool is 
required for each size.

800470 3/4" white (tool 
800465)
800471 2" white (tool 
800466)
800472 3/4" yellow
800473 2" yellow

Made by Tri-Sure

800470 & 800471

Mauser TE Seal, 2" only. 
Red, all plastic PE for 
Mauser drums, press-on (no 
tool required).

Made by Tri-Sure

800462

Push Lock Cap Seals  2" or 
2.5", white or red PE, press-
on (no tool required). These 
t to Push Lock Compatible 
drum bungs, instead of to 
the drum moulding. See 
bungs marked PLC.

800490 2" white
800491 2.5" red

Made by Tri-Sure

800490 & 800493

Samba Cap - TE Seals, 
white, all plastic PE, 
press-on (no tool 
required).

800480 3/4"
800481 2"

Made by Tri-Sure

800480 & 800481
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TE Seal Crimp Tools, Drum Wrenches, Cap Tighteners

TOOLS

Cap tightener for 58mm 
caps, and 3/4" & 2" drum 
bung tool, with hook for 
removing TE cap seals.. 
3mm steel sheet metal.

Made in NZ 

800404

Crimp Tools for Rieke 
Safe Seals

800445 - 3/4"
800460 - 2"

Made by Rieke

800445 & 800460

Crimp Tools for Tri-Sure 
Tab-Seals

800465 - 3/4"
800466 -  2"

Made by Tri-Sure

800465 & 800466

800409

Drum wrench, W-169 
spanner for Rieke bungs. 
Light weight aluminium 
alloy. Small end for 3/4" 
bungs. This is not 
universal but ts most 2" 
bungs made by Rieke and 
Tri-Sure that have 4 lugs.

Made by Rieke

Drum wrench T09. 
Universal for 3/4" and 2" 
bungs and cap seals. Solid 
steel head with steel pipe 
handle. This is the best 
tool if you have wide 
variety of bungs and cap 
seals, and are constantly 
opening or closing drums.
Made by Tri-Sure

800411
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Cap tightener, PP, for Alto 
63.5mm and 33mm caps, 
orange. Has raised lug on 
reverse for 3/4" and 2" 
drum bungs. 
Can't be used with Tap-
Caps.

Alto

800405

Cap tightener, PP, for 
58mm caps. 3/4 round.

These can be used with 
tap-caps too.

800403

Cap tightener, PP, for Alto 
70mm and 45mm caps, 
orange. Has raised lug on 
reverse for 3/4" and 2" 
drum bungs. 
Can be used with 70mm 
Tap-Caps.

Alto

800406

Cap tightener, PP, for Alto 
70mm and 38mm caps, 
blue. Has raised lug on 
reverse for 3/4" and 2" drum 
bungs. Can be used with 
70mm Tap-Caps.

Alto

800407

Cap tightener, PP, for NW50 
caps (60mm coarse thread 
usually found on IBC outlets 
but also some European 
jerry cans), blue. 

See 800415 and 800416 
for IBC top port lid tools.

800408

Plastic Cap Tighteners,& IBC Tools

TOOLS
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6" IBC lid C spanner, for 
the top port lid of IBCs. 
Solid steel 1.2kg.

Made in NZ

800415

6" IBC lid buttery 
wrench, for the top port 
lid of IBCs. Lighter metal 
than 800415, weighs 
600g.

800416

IBC Lid Tools

Cap tightener, PP, for NW50 
caps (60mm coarse thread 
usually found on IBC outlets 
but also some European 
jerry cans), blue. 

See 800415 and 800416 
for IBC top port lid tools.

Made in Germany

800408

460mm 460mm

220 m
m

IBC Top Port Lid

TOOLS
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IBC THREAD INFO
IBC Tank Threads
There are three common sizes of tank thread:
A. 60mm coarse thread - AKA NW50 or S60x6 for 
tanks made by Sotralentz, Grief, Sonoco and 
Mamor. Replacement valve = 800248

B. 75mm - S75x6. This is the most common, for 
tanks made by Schütz, Clawson and Fustiplast. 
Replacement vale = 800212.

C. 80mm - S80x6 for tanks made by Mauser 
(Hoover) and Reyde.
Replacement valve = 800318

Schütz also make a 100mm valve but we can’t get 
replacements in this size.

IBC Outlet Threads
Coarse thread valves are usually:
A. 60mm OD - S60x6
B. 100mm OD - S100x8

There are four ne thread types:
1. 2" BSP/approx. 57mm male ne thread, approx. 
20mm deep.
2. 2" BSP/approx. 57mm male thread, approx. 
10mm deep on an integrated camlock outlet*.
3. 61-62mm male thread, approx. 10mm deep on 
an integrated camlock outlet*.
4. 80mm ne thread, usually on a Chinese valve.

*To convert an integrated camlock to anything else 
you must use a 2" female camlock adaptor.

A. B.
100mm thread

23

Coarse Thread Measurements   Fine Thread Measurements
Female S60/NW50 = 56-62mm ID  2" BSP female = 56-57mm ID
Female S75 = 70-75mm ID   2" BSP male = 58-59mm OD
Female S80 = 75-80mm ID   Kingtainer = 77-80mm OD
Female S100 = 91-99mm ID

Male S60/NW50 = 59-60mm OD
male S100 = 88-97mm OD

BSP = British Standard Pipe-Thread, ne
NPS = Nominal Pipe Size, ne
NPT = National Pipe Tapered Thread, ne

Common measurements preceded by NW, DN or S are approximate sizes e.g. NW50 is approximately 
50mm (actually closer to 60mm). 
DIN is an exact measurement e.g. DIN61 is 61mm.
NW50 is also known as 2" Buttress or coarse thread, and DIN61 or S60.
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IBC ADAPTOR CHART
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800532F

IBC ADAPTORS
NW50, & 2" BSP Adaptors

All of our adaptors are food grade

IBC tank adaptor for 
Schütz S75 coarse 
thread female x 2" BSP 
male. Black, heavy duty, 
glass lled PP with 
rounded santoprene 
gasket.

Female x Male

800531

IBC basic adaptor for 
Schtuz thread, NW50 
female x 2" BSP female. 
Black, PP with PE foam 
gaskets on both sides. 
Same thread as 800534 
heavy duty version. 

Female x Female

IBC adaptor, CPP, heavy 
duty  x 2" NW50 female
BSP female, swivel thread 
type. Black, glass lled PP 
with rounded santoprene 
gasket at NW50 end.

Female x Female

800534

IBC adaptor, CPP, heavy 
duty  x 2" BSP female
NW50 female. Black, 
glass lled PP with 
rounded santoprene 
gasket.

Female x Male

800538

IBC adaptor, CPP, heavy 
duty  x 2" NW50 female
BSP male. Black, glass 
lled PP with rounded 
santoprene gasket.

Female x Male

800539

IBC adaptor, heavy duty 
for , Chinese Kingtainer
80mm ne thread female 
x 2" BSP female. Black, 
heavy duty, glass lled PP 
with rounded santoprene 
gasket.

Female x Female

800563
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IBC ADAPTORS

IBC adaptor, CPP, heavy 
duty  x 2" 2" NPS female
camlock male with dust 
plug or cap subject to 
availability. Can version 
thread is the same as cap 
500748. Black, glass 
lled PP with rounded 
santoprene gasket.

Female x Male

800554

Male Camlock Adaptors - 2" Male or 3" Male
All of our adaptors are food grade

IBC adaptor, heavy duty 
for , Chinese Kingtainer
80mm ne thread female 
x 2" camlock male. Black, 
glass lled PP with 
rounded santoprene 
gasket.

Female x Male

800562

IBC adaptor, heavy duty, 
S100x8 female  x 3" 
camlock male. Black, 
glass lled PP with at PE 
elastomer gasket(PEE)

Female x Male

800558

IBC adaptor, CPP, heavy 
duty  x 2" 2" BSP male
camlock male. Black, 
glass lled PP (no 
gaskets)

Male x Male

800553

IBC adaptor, CPP, heavy 
duty x 2" NW50 female 
camlock male. Black, 
glass lled PP with 
rounded santoprene 
gasket.
Short version 800550 
white with yellow dust 
plug.
Female x Male

800552
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IBC adaptor 2" female 
camlock with locking 
arms, x 2" hose tail male. 
Black, glass lled PP, 
nitrile gasket at female 
end.

Female x Male

800560

IBC adaptor 2" female 
camlock with locking 
arms, x 2" BSP female. 
Black, glass lled PP, 
nitrile gasket at female 
end.

Female x Female

800559

IBC adaptor 2" female 
camlock with locking 
arms, x 2" BSP male. 
Black, glass lled PP, 
nitrile gasket at female 
end.

Female x Male

800561

IBC ADAPTORS
Female Camlock Adaptors & S100 Threads

All of our adaptors are food grade

Also see page 29 for 800558 
S100 x 3" Camlock Adaptor

IBC adaptor, heavy duty, 
S100 x 8 female x 2" 
BSP female. Black, glass 
lled PP with at PE 
elastomer gasket (PEE)

Female x Female

800555 800556

IBC adaptor, heavy duty, 
S100 x 8 female x NW50 
male. Black, glass lled PP 
with at PE elastomer 
gasket (PEE)

Female x Male

IBC adaptor 2" female 
camlock with locking 
arms, x Nw50 male. 
Black, glass lled PP, 
nitrile gasket at female 
end.

Female x Male

800565

S100/100mm Adaptors
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IBC VALVES
Replacement valves for IBCs, listed in tank thread size order

IBC ball valve, S80 female 
(tank thread) x S60 male 
(outlet thread). Fits IBCs 
made by Mauser, Hoover, 
Reyde.

Female x Male

800318

IBC ball valve, S75 female 
(tank thread) x S60 male 
(outlet thread). Fits IBCs 
made by Schütz

This is the most common 
size tank thread.

Female x Male

800212

IBC ball valve, S60 female 
(tank thread) x S60 male 
(outlet thread). i.e. 
NW50/S60 both sides. 
Fits IBCs made by 
Mamore, Sotralentz, Greif 
or Sonoco. 

Female x Male

800248

60mm coarse thread (NW50) cap on all valves
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IBC cap NW50/60mm 
coarse thread three piece 
cap for nozzle 800260. 
HDPE with Alveolit PE 
foam gasket, PE disc.

500746

IBC cap S100x8 thread 
for Mauser IBCs (also 
known as DN80). PP with 
santoprene gaskets. This 
is the same thread as IBC 
adaptors 800555-
800558.

500751

Nozzle for IBC outlet. PP. 
Use with caps 500745 or 
500768. 135mm long, 
inlet 55mm OD, outlet 
44mm OD.

800260

IBC cap NW50/60mm 
coarse thread, HDPE with 
Alveolit PE foam gasket 
with 3/4" BSP threaded 
centre and LDPE bowl 
gasket (to hold gasket in 
place). 

500745

IBC cap NW50/60mm 
coarse thread, HDPE with 
Alveolit PE foam gasket. 
Travel cap.

500743

IBC Tap-Cap 500745 cap 
tted with 406130 Water 
Butt Tap with garden hose 
connector.

700747

IBC CAPS & ACCESSORIES
Coarse Thread Caps, NW50 & 100mm

Also see Tools on pages 24-25
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IBC cap 2" NPT (US ne 
thread), HDPE with 
Alveolit PE foam gasket. 
Travel caps for US IBCs.

500742

IBC travel cap for Schutz 
integrated camlock 
valves. Mark I = 2"/57mm 
ID, 13mm deep. Black 
HDPE with no gasket.

500747

IBC travel cap for Schutz 
integrated camlock 
valves. Mark II = 61-
62mm ID, 13mm deep. 
Black HDPE with no 
gasket.

500748

IBC cap 2" BSP three 
piece cap for nozzle 
800260. HDPE with 
Alveolit PE foam gasket, 
PE disc.

NB Three piece cap for 
Kingtainers are 
unavailable. Use 
500577+500746.

500768

Fine Thread Caps & Other Accessories
Also see Tools on pages 24-25

500752
Alveolit PE foam gasket 
for IBC caps 500743, 
500745, 500746 and 
800532F

500759
Santoprene rubber 
gaskets for IBC adaptors

500752 & 500759

IBC tamper evident foil 
seals for outlet. Apply 
using heat source e.g. an 
iron.

500761

IBC CAPS & ACCESSORIES

57 mm 62 mm
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IBC top lid, NW150/6" 
vented with bung 
600861, and tted with 
TE seal. PP with TPE 
gaskets 

* 500757

Replacement TE seal for 
vent

500756

IBC top lid, NW150/6" 
solid. PP with TPE 
gaskets 
(NW225/9" lids are no 
longer available)

500754

2" BSP IBC vent, 
replacement for standard 
vent in 500756. PP. Vents 
at approx 2psi.

600861

600867

IBC CAPS & ACCESSORIES
6" Lids & Vented Bungs for IBCs
Also see Tools on pages 24-25

2" BSP IBC vacuum vent, 
two-way for high-ow 
situations e.g. draining a 
tank, to reduce panelling. 
Glass lled PP, santoprene 
gasket, with bug screen 
and stainless steel 
spring. Vents at 4psi.

500758R Red NW150/6" top 
lids with two 2" BSP bung 
openings (no bungs tted), 
santoprene gasket.

500758 Blue NW150/6" top 
lids with two 2" NPT threaded 
openings, tted with bungs. 
Santoprene gasket 

NB If using 2" BSP bungs, 
choose the red lid.

2" IBC Vents6" IBC Lids

*

500758
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**See our Venting Guide on the page 40**
 PTFE Vents, AKA “Standard Vents”
We can t a PTFE vent to any cap or drum bung, but this vent is not suitable for every product that requires 
venting. PTFE is hydrophobic and only suitable for chemicals and products that have only water added, which 
have a high surface tension.

For products with a low surface tension e.g. chemicals with fragrance, detergent, alcohol added, or seaweed 
or other fertilisers, a Super Resistant Vent (SRV) is required. The type of SRV depends on which closure your 
container has. Please see the chart below for options and contact us if you are new to venting or have any 
questions so we can discuss your needs.

Vented closures MUST be tested by the customer under their specic end use and/or transportation 
conditions to ensure the vents work effectively under all conditions that the product will be exposed to.

For any vented container the following must be noted:
• 5-10% headspace must be left when lling, to allow the gas to escape out the vent and to minimise risk of 

leakage from, or plugging of, the vent.
• When lling containers up to 30L we recommend doing a ‘tip and test’ whereby you t the cap, tip the 

container over briey and check that no leaks are evident, before returning the container upright.
• Vents are single-use only - do not wash and reuse vents when relling containers.

VENTED CAPS & CLOSURES

Vent Type Closures Appropriate Vents (see images over the page)

Vented Liners
(Page 38)

38mm Selig vented liners can be tted to wad-seal caps of any size. 
We only stock 38mm liners but we can get any size (MOQs 
apply). We also stock child resistant vented caps in 38/400 
which include these liners.

Mushroom 
Vents

Any Mushroom vents are one-way, and can be used to vent 
inwards or outwards. We can t these to most closures 
including drum bungs and IBC lids.

Press Fit Vents
D15, D17, D38
(Pages 38-39)

58mm
63.5mm
70mm
Drum Bungs

Press Fit Vents by WL Gore can be tted to caps moulded 
with a spigot to t the vent e.g. some caps made by Alto and 
ES Plastics.
D15 vents are suitable up to 30L. Use D17 for viscous 
liquids, fertilisers or larger containers e.g. up to 60L. D38 
should be used on drums and IBC.

Microporous 
Vents
(Page 39)

Drum Bungs
2" BSP
56x4
64x5
70x6

We stock drum bungs vented with Tri-Sure’s microporous 
vents. We can t the 3/4" version to bungs with a 3/4" thread 
or IBC lids.

IBC Vents
(Page 31)

IBC Lids See IBC section for vent options

Super Resistant Vent Types
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We can vent a wide range of caps but not all caps are listed here. 
See page 31 for IBC Vents. See page 35 for codes.
Contact us regarding all new venting requirements.

VENTED CAPS & CLOSURES

PTFE vent tted to any 
sized cap.

We drill a 2mm hole in the 
cap.

Shown here on a red 
38mm cap.

The vent is hydrophobic 
only. See Venting Guide 
for more suitability.

600811

How grooved back liners work:
Gas ows through the liner 

membrane into the grooves and 
out the cap thread. 

How other vents work:
The membrane stops liquid, but lets gas in 

and out of the hole in the lid.
Mushroom vents lift to release built-up 

pressure

D15 Vent tted to any 
cap with moulded spigot 
e.g. 58mm, 63.5mm, 
70mm.

Shown here on black 
58mm cap.

600814

D17 Vent tted to any 
cap with moulded spigot 
e.g. 58mm, 63.5mm, 
70mm.

Shown here on red 58mm 
cap.

See page 35 for stocked 
58mm vented caps

600815
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Vents We Fit to Customers’ Caps, Lids  or Bungs

3/4" BSP bung with 
microporous vent.

These can be tted to 2" 
bungs with a 3/4" BSP 
threaded centre .e.g. 
800722 2" BSP
800612 70x6. 

We can also insert them 
into IBC lids.

600865

Customers’ 38mm cap 
tted with Selig Yc4 
grooved back vented liner.

Caps tted with grooved 
back liners do not need a 
hole in the lid.

600823

Contact us for caps that can be tted with these vents.
Ask us, and see the Venting Guide on page 37 for guidance on the most suitable vents for your 
application. We will provide samples for testing.
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VENTED CAPS & CLOSURES

Stocked Vented Items
Caps

We can vent a wide range of caps but not all caps are listed here. 
See page 31 for IBC Vents.

Contact us regarding all new venting requirements.

Venting prevents packaging distortion, resulting in 
potential for leaks, explosions, and labels falling off.

38mm Child Resistant 
Vented Caps.
38/400 thread, PP with 
Selig C4 foam grooved 
back vented liner.

28/400 are available on 
indent only. MOQ applies.

600830

58mm caps with TE bands, vented with D17 vents

600850 - Red
600862 - Black
600853 - Blue

460/Carton

600850 - 600852 - 600853

38mm white Alto TE cap 
tted with Selig Yc4 
grooved back vented liner.

Caps tted with grooved 
back liners do not need a 
hole in the lid.

600833
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VENTED CAPS & CLOSURES

3/4" BSP bung with 
microporous vent.

These can be tted to 2" 
bungs with a 3/4" BSP 
threaded centre .e.g. 
800722 2" BSP
800612 70x6. 

We can also insert them 
into IBC lids.

600865

56x4 threaded bung with 
microporous vent.

The same thread as 
800608 and 800727.
.

600862

64x5 threaded bung with 
microporous vent (no 
bulb).

The same thread as 
800605 and 800606.

600864

56x4 threaded bung with 
D38 vent.

The same thread as 
800608 and 800727.

600863

2" BSP bung with 3/4" 
BSP vented bung tted 
(600865)

600204

Stocked Vented Items
Drum Bungs
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VENTED CAPS & CLOSURES
Codes venting customers’ closures & codes for our vented stock items

600811 PTFE Vented w/2mm Vent hole (cap extra or supplied by customer)

600814 D15 vent and 4mm hole fitted to customer cap (63.5mm and 70mm Alto & ES Plastics only)

600815 D17 vent and 4mm hole fitted to customer cap (63.5mm and 70mm Alto & ES Plastics only)

600823 38mm PSI YC4 grooved back foam liner (F-217-30) with intermediate vent fitted to customer's caps

600866 Vented bung 3/4"BSP 2mm hole with SRV microporous vent & splash guard, yellow fitted to customer's closure

Codes for Venting Customers’ Closures (send your caps to us)

600830 Vented Cap 38/400 Child Resistant Cap (CRC) with SRV foam liner (PSI) white/natural inner (1900/ctn)

600833 38mm Alto cap white fitted with YC4 grooved back foam liner (1000/ctn)

Codes for Stocked 38mm Vented Caps (including Child Resistant Caps)

600850 Vented Cap 58mm red with D17 Press Fit Vent (SRV). TE Band (carton 460)

600852 Vented Cap 58mm cap blue with D17 Press Fit Vent (SRV). TE band (carton 460)

600853 Vented Cap 58mm black with D17 Press Fit Vent (SRV). TE Band (carton 460)

Codes for Stocked 58mm Vented Caps with Press Fit Vents

600865 Vented bung 3/4" BSP with microporous vent and splash guard, yellow with natural bulb

600204 Vented Bung 2" BSP bung with 3/4" vented insert/2mm hole

600862 Vented bung 56x4 buttress with microporous vent and splash guard, yellow with natural bulb

600863 Vented bung 56x4 buttress with D38 vent fitted yellow

600864 Vented Bung 64x5 with microporous vent natural PE o ring (no splash guard)

Codes for Stocked Vented Drum Bungs

600861 Vented 2" bung for IBC Lid NW150/6" (500756)

600867 2" BSP Vacuum Vent (2 way)

Codes for Stocked IBC Vents
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CONTAINER CAPS

We stock 45mm caps for 
Alto containers, and 
45mm caps for Blow 
Moulders containers 

Made by Alto, NZ.

45mm

500121 Alto 45mm red

Caps that we hold in stock for NZ and Australian made jerry cans
45mm & 58mm

500145 Blow Moulders red

500525 White 500523 Black

We stock plain* 58mm caps with tamper evident bands, for jerry cans.
*For vented see Venting section

500521G Spare Gaskets

Made by Alto, NZ

58mm

500521 Red 500523 Black500525 White
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We stock 63.5mm caps for Alto jerry cans. These caps can be vented with PTFE or Press Fit 
Vents.We also have 63.5mm tap-caps.

63.5mm

500162 White
500635 Red
500636 Black

500160G Spare Gaskets

Codes

Spigot for 
Press Fit Vents

CONTAINER CAPS
Caps that we hold in stock for NZ and Australian made jerry cans

63.5mm & 70mm

We stock 70mm caps for Alto jerry cans. These caps can be vented with PTFE or Press Fit 
Vents.We also have 70mm tap-caps.

70mm

500171 Red
500173 White

500171G Spare Gaskets

Codes

Spigot for 
Press Fit Vents


